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IASO-W10B-N6210 10.1吋醫療觸控電腦，搭載 Intel® Celeron® N6210
處理器

Features 

» Intel® Celeron® Processor N6210

» 可程式編程兩側 LED 燈展示效果

» 全貼合十點投射式電容觸控(PCAP)面板

» IEEE 802.3 PoE (選配)

» RFID (NFC) reader (選配)

Specifications 

Form factor

Form factor » Intel® Celeron® Processor N6210

» 可程式編程兩側 LED 燈展示效果

» 全貼合十點投射式電容觸控(PCAP)面板

» IEEE 802.3 PoE (選配)

» RFID (NFC) reader (選配)

System

Cooling method / System Fan Fanless

CPU Intel® Celeron® N6210 (Elkhart Lake, 6.5W TDP)

SSD 1 x M.2 2242 M key (PCIe/SATA signal)

Communication

Bluetooth BT v5.0 (M.2 2230 A-E key)

Wi-Fi IEEE 802.11ax 2T2R module (Wi-Fi 6E)

I/O Interface

Ethernet 1 x Intel® I225 Ethernet Controller

Audio AMP 1W + 1W (internal speaker)

RAM 1 x DDR4 SO-DIMM slot

Power

Input 12V DC jack

Class 5 (IEEE802.3bt) PD device w/ full loading taken on I/O

Power adapter 65W medical grade power adapter

Environment

Operating Temperature -20°C – 40°C

Operating Vibration 1G

Operating Shock Operating shock: 5G peak acceleration (11ms duration)

Non-operating shock: 15G peak acceleration (11ms duration)

Safety & EMC CE, FCC Class B Part18

EN 60601-1: 2006/A1:2013 (Edition 3.1)

EN 60601-1-2: 2015 (Edition 4.0)

Humidity 10% – 95% (non-condensing)

Storage Temperature -20°C – 60°C

IP Level Front: IP65

Physical Characteristics



Mounting Wall, Stand and Arm; VESA 75 compliant

Dimensions (LxWxH) (mm) 261 x 196.4 x 40

Net Weight 1.49 kg

Construction Rear cover: ABS+PC plastic (ENH2900)

Construction Front Panel Front: PC

LCD

Size 10.1” (16:10)

Resolution 1280 x 800

Brightness (cd/m2) 400

Contrast Ratio 800:1

LCD Color 16.7M (RGB 6-bit + Hi-FRC)

Pixel Pitch (mm) 0.1695 x 0.1695

Viewing Angle (H-V) 178˚/178˚

Backlight MTBF 30,000 (LED backlight)

Touch

Touch Screen Projected capacitive type with 10-point multi-touch and optical bonding

Touch Controller EETI

Other Features

Audio AMP 1W + 1W (internal speaker)

LED Light Bar 2 x LED light bar

Microphone 1 x Digital microphone

I/O Interface

I/O Interface 1 x AT/ATX Switch

1 x RS-232

2 x USB 3.2 Gen1x1 (5Gb/s)

1 x Audio (jack (TRRS))

1 x LAN (2.5GbE supporting PoE (with 1.5kV isolation))

1 x Reset Button

1 x HDMI (output)

Ordering Information 

IASO-W10B-N6210/4G-R10 10.1" 400cd/m² medical panel PC with Intel® Elkhart Lake TDP 6.5W Celeron® N6210, one 4GB
DDR4 RAM,Wi-Fi 6E module, PCAP touchscreen

IASO-W10B-N6210/4G/PoE-R10 10.1" 400cd/m² medical panel PC with Intel® Elkhart Lake TDP 6.5W Celeron® N6210, one 4GB
DDR4 RAM,Wi-Fi 6E module, PCAP touchscreen, IEEE802.3 PoE

Packing List 

1 x Power Adapter 1 x Power Cord

Intel® Celeron® N6210 (Elkhart Lake, 6.5W TDP) 



Programmable LED Light Bars on Both Sides 

1. LED light bars on both sides
Bright and simple outlook with programmable LED lights on both sides. The colorful light and display can be adjusted
according to use conditions.

2. Usage scenarios
It can be used to detect the status light signal, or to warn the ward aisle.

3. Programmable LEDs
Each light bar has 10 programmable RGB LEDs with IEC62471 certification.

4. Translucent front frame
The front frame is made of translucent material to make the frame light and thin.

Color Codes for Safety Signs 



RFID Reader (optional) 

An RFID dual-band card is capable of reading both 125 kHz and 13.56 MHz credentials.



10-Point Touch Screen with Optical Bonding 

10-Point touch screen with 6H surface scratch resistance supports control with multiple layers of surgical gloves.
Optical bonding can dramatically reduce the internal reflections, help improve the brightness and contrast ratio of
the display, enhance system ruggedness, and strengthen shock and vibration resistance.





Power over Ethernet (optional) 

Providing efficient power with less cabling for best performance.



AI Audio Analytics Workflow 

IASO-W10B-N6210 provides fully deep learning-based, top-quality AI audio analytics. Real-time detect emergencies in
the hospital lounge/ward, including under-staffed areas, restricted areas and surveillance blind spots. Notify staffs to
enable faster response and reduce rescue time.

In-Wall Mounting 

» Easy maintenance – just removing five screws for disassembly.
» IASO-W10B-N6210 can be embedded in or on the wall.



I/O Interface 

Dimensions 
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